WOLF TDTO
SAE 10W

Lle macTnno, ske cnewjiasbHO po3pobseHo 405 BigNOBiAHOCTI BMMoram cneuudikauii Caterpillar
TDTO (onvBa A4na TpaHCMICii / cnnoBol Nepesadi).

3ACTOCYBAHHA

Po3pobneHa ANns BUKOPUCTaHHS i3 dpukLUiiHUMK npucTpoamu Caterpillar, Hanpuknag
TpaHCMiIcCiaAMN i3 cepBonepeMnKaHHAM Nepead, 34enjeHHaIMU 1 raibMaMin Ta iHLLMIN
KOMMOHEeHTaMu1 CUI0BOI Nepejadi, AK-0T 60PTOBMMY Nepesadamul, KOHIYHVUMW LeCTEPHAMMU i
AndepeHuianamu. Lio o11BYy TakoX MOXHa BUKOPUCTOBYBATU AK rigpasniuHy onvey (CAT HYDO
ADVANCED 10) B o6nagHaHHi Caterpillar.

OCOBJIMBOCTI

MpOoTU3HOLLYBAaJIbHI BAACTUBOCTI Ta CTINKICTb 0 OKMCHEHHSA: HAZAIMHWIA 3aXNCT KPUTNYHO
BaXJINBUX AeTanein
XONOAHWIM NYCK: BUCOKWUI piBEHb MAWHHOCTI 3@ HM3bKOI TeMnepaTypu

SPECIFICATION LEVEL

ISO 32 EATON VICKERS M-2950-S

ALLISON c4 HITACHI SFU

CATERPILLAR HYDO Advanced 10 JCB SFU

CATERPILLAR TO-2 KOMATSU KES 07.868.1
CATERPILLAR TO-4 KOMATSU SFU

DANA SFU ROCKWELL SFU

EATON FULLER SFU ZF approval TE-ML 03C
EATON VICKERS [-280-S

TUNOBI XAPAKTEPUCTUKWU

TecTt MeTop Mipa CepeaHi NOKa3HUKMN
LWineHicTe npu 15°C ASTM D4052 g/ml 0.853

KiHemaTnyHa B'a3kicTe npn 40°C ASTM D445 mm?2/s 36.3

KiHemaTnyHa B'askicTe npn 100°C  ASTM D445 mm?2/s 6.33

IHAeKC B'A3KOCTI ASTM D2270 125

B.N. (MeToguka 3 BukopmnctaHHam ASTM D2896 mg KOH/g 9.4

HCLO4)

TemnepaTtypa 3acTUraHHs ASTM D6892 °C -33

TemnepaTypa 3amaHHsa COC ASTM D92 °C 230

Mwn 3anumwaemo 3a co6oto npaso 3MiHIOBaTW 3aranbHi XapaKTepucTukKn Hawmx I'IpO,quTiB, w06 J03BO/INTU HALUMM KJTiEHTaM
cKopucrtartuca OCTaHHIMUN TEXHIYHUMN p03p06KaMVI
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