WOLF AROWEP
SYN PAO 320

BuricokoedekTrBHa CMHTETUYHA MPOMMCI0BA TPAHCMICiiHa 01Ba 3 BiIAMIHHUMM
NpOTU3aANPHVMIN BNACTUBOCTAMM, 5iKa BiAMOBIJa€ BUMOraM TPbOX 0CHOBHUX OEM-BMpPOBHUKIB
npomMmcaoBmx kKopobok nepegay (Flender, SEW i ZF).

3abesnevye YyA0BUIA 3aXUCT B YMOBAaX YAAaPHOI0o HaBaHTaXeHHS Ta NOZOBXYE TEPMiH CNyxXou
KOMMOHEHTIB KOPOBKM Nepesau.

3ACTOCYBAHHA

Lls cnHTeTUYHa 0NMBa MOXe 3aCTOCOBYBATUCS B PI3HOMAHITHUX MPOMUCI0BKX KOPOHBKaxX
nepepjay, 30Kkpema Ha LieMeHTHUX | CTafleNBapHX 3aBOjax.

[i 6yno cnewianbHO po3po6neHO AN eHeproreHepaTopiB, AKi eKCNNyaTyThCS Y BaXKNX
YMOBaX.

OCOBJIMBOCTI

BnacTmnBOCTi 3a eKCTpeManbHOro TUCKY: BiAMiHHI XapakTepuCcTVKN 3@ eKCTPeMasbHOro TUCKY Ta
3aXMCTy Bif 3HOLIYBaHHSA

TepMiyHa Ta OKMCHIOBabHa CTabiNlbHICTb: Ay>Xe 406pUiA 3aXNCT CUCTEM

CyMiCHICTb i3 MaTepianamu: fyxe obpa CYMICHICTb K 3 YLLiNbHEHHAMM, TaK i 3 dapbamu

SPECIFICATION LEVEL

AGMA 9005-F16 ISO 12925-1 CKD

AIST 224 ISO 6743-6

DIN 51517 CLP SEW 070040513

DIN 51517 Part 3 DAVID BROWN S1.53.101E

FLENDER approval AS 7300 ZF approval ZFN-W-17-145 Rev.5
GB 5903 CKD ZF TE-ML 27H

TUNOBI XAPAKTEPUCTUKWU

Tect MeTop Mipa CepeAHi NOKa3HUKM
LWineHicTe npu 15°C ASTM D4052 g/ml 0.855

KiHemaTnyHa B'askicTe npn 40°C ASTM D445 mm?2/s 310

KiHemaTnyHa B'a3kicTe npn 100°C  ASTM D445 mm?2/s 41.3

IHAeKC B'A3KOCTI ASTM D2270 188

A.N. (KONOPUMETPUYHUIA) ASTM D974 mg KOH/g 0.41

TemnepaTtypa 3acTuraHHs ASTM D6892 °C -45

TemnepaTypa 3aimMaHHs COC ASTM D92 °C 244

FZG, Load Carrying A/8.3/90 ISO 14635-1 >14

Mwu 3anmwaemo 3a co60to NpPaBo 3MiHIOBATW 3arajibHi XapakTEPUCTUKM HALLMX MPOAYKTIB, 06 J03BOJMTU HALLUUM KJTiEHTaAM
CKOPUCTATUCH OCTAaHHIMU TEXHIYHMMU po3po6Kamum
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