WOLF P esa0s
MULTI E-ATF FLUID

Lle pianHa Ans enekTpoABUIyHIB i TPaHCMICii HOBOTO MOKOJIHHS, LLIO BUKOPUCTOBYETLCH B
eNeKTPUYHUX TPAHCNOPTHMX 3aC0b6ax 3 akyMyNSTOPHUM XUBAEHHAM eflekTpoaBuryHa (BEV).

CrevianbHO CNPOEKTOBAHO A 3aCTOCYBAHHA B TPAHCMICIAX eNeKTPUYHUX TPAHCMOPTHUX
3aco6iB 3 aKyMyNaTOPHUM XWBAEHHAM enekTpoaBuryHa (BEV) Bonororo tmny.

EnexTpunyHi BNaCcTUBOCTI: AyXe Aobpe NigXOANTb ANS BUCOKOBONBTHWX 3aCTOCYBaHb

3axunCT Bif, 3HOLLYBAHHS Ta 3aXMUCT nNepegay: AyXe Ao0Opnii 3axXncT nepesay HaBiTb 338 HU3bKOT
B'A3KOCTI

CyMicHicTb i3 MaTepianamu: cymMicHa 3 HOBUMMW TUMamMu MaTepianis

TESLA EDF-2 (1616951-04-A) TOYOTA Genuine e-Transaxle Fluid TE
TESLA KAF 1 (1646886-04-A) VW G 053013
TecTt MeTop Mipa CepepHi NOKa3HNKN
LWineHicTe npu 15°C ASTM D4052 g/ml 0.837
KiHemaTnuHa B'askicte npn 40°C ASTM D445 mm?/s 16.3
KiHemaTnuHa B'askicte npn 100°C - ASTM D445 mm?/s 3.92
IHZeKC B'A3KOCTI ASTM D2270 140
Temnepatypa 3acTUraHHs ASTM D6892 °C -57
0BC'9|3|<iCT|3 no bpykineay npn -40  ASTM D2983 mPa.s 3800
Copper corrosion (150°C, 3h) ASTM D130 1a
FZG (A10/16.6R/90) CEC L-84-02/ 9.9
ISO 14635-2
Cu Rating / Diss (150C, 168h) ASTM D130/ /ppm 4a/57
1SO2160
Volume Resistivity at 80C ASTM D1169 MOhm.m 42
DKA Oxidation at 170C, 192h CEC L-48-00 % 1.7

(Delta KV100)

Mwn 3anunwaemo 3a co6oto npaso 3MiHIOBaTW 3aranbHi XapaKTepucTukKn Hawmx I'IpO,quTiB, w06 403BO/INTU HALUMM KJTiEHTaM
cKopucrtartuca OCTaHHIMUN TEXHIYHUMN p03p06KaMVI
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